19.657/39. 3"
58.95”/78.6”

L=500MM/1000MM
L=1500MM/2000MM

P1 HDM120Pin ~MALE 28AWG (7/0. 12BC*1P+7/0. 12BC+AL) %5P+7/0. 12BC*4C+400D Aramid+AL+D7/0. 12BC+B128/0. 12AL iuizopin wiE P2
Iron shell gold lack PVC OD7.3 Black+Whi Braidi 0D 7. SMM Iron shell gold
plating Blac .3mm Blac ite Braiding 7. plating N
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PIN Assignment: L
e 13 5 46 2 79 11 1012 8 13 1419 17 15 16 18 shell
E 1. 100% on-off test
P2) :1 3 5 4 6 2 7 9 11 10 12 8 13 14 19 17 15 16 18 shell 2. On resistance: 5 Ohms MAX
3. Insulation resistance: 5M Ohms MIN
4. Withstand voltage test: 300V DC/10ms
braiding 5. The product conforms to RoHS standard
ek 6. Pass the test of 4K@60HZ
Jacket 7. Exposed size of terminal 9.3%0.3mm
weave
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aluminum foil

Length tolerance Autograph

Date

2019.01. 19

aramid
Drafting: CJJ
conductor L<1.5m 4 20mm )
. Check:
insulation 1. 5m<L<5m =4 30mm
Approval:

ground electrode
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