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SPECIFICATIONS

TC 1MDP White DisplayPort Cable 1m (3.2ft)

TC 2MDP White DisplayPort Cable 2m (6.6ft)

1m (3.2ft) 
TC 1MDP EU SAP: 3265160 US SAP: 13041729

2m (6.6ft)
TC 2MDP EU SAP: 3265161 US SAP: 12939574

3m (9.8ft)

TC 3MDP EU SAP: 4500876 US SAP: 13041730

5m (16.4ft) 
TC 5MDP EU SAP: 3265162 US SAP: 12939575

10m (32.8ft) 
TC 10MDP EU SAP: 4537083 US SAP: 13041731

MAXIMUM RESOLUTION
4k @ 60 Hz

SHEATH OUTER DIAMETER
7.3 mm (0.3")

CONDUCTOR THICKNESS
28 AWG (American Wire Gauge)

PACKAGED WEIGHT
0.12 kg (0.26 lb)

PACKAGED DIMENSIONS
220 mm x 270 mm (8.6" x 10.6")

4K COMPLIANT

GOLD-PLATED CONNECTORS

SUPPORTS 1 MBPS BIDIRECTIONAL AUXILIARY CHANNEL

SUPPORTS HOTPLUG

VERSION 1.2

MAXIMUM RESOLUTION
4k @ 60 Hz

SHEATH OUTER DIAMETER
7.3 mm (0.3")

CONDUCTOR THICKNESS
28 AWG (American Wire Gauge)

PACKAGED WEIGHT
0.21 kg (0.46 lb)

PACKAGED DIMENSIONS
220 mm x 270 mm (8.6" x 10.6")

4K COMPLIANT

GOLD-PLATED CONNECTORS

SUPPORTS 1 MBPS BIDIRECTIONAL AUXILIARY CHANNEL

SUPPORTS HOTPLUG

VERSION 1.2

END OF LIFE

END OF LIFE

END OF LIFE

https://vav.link/tc_xmdp
https://files.visionaudiovisual.com/products/TC_3MDP/images/TC-XXMDP.png


TC 3MDP White DisplayPort Cable 3m (9.8ft)

TC 5MDP White DisplayPort Cable 5m (16.4ft)

TC 10MDP White DisplayPort Cable 10m (32.8ft)

MAXIMUM RESOLUTION
4k @ 60 Hz

SHEATH OUTER DIAMETER
7.3 mm (0.3")

CONDUCTOR THICKNESS
28 AWG (American Wire Gauge)

PACKAGED WEIGHT
0.29 kg (0.64 lb)

PACKAGED DIMENSIONS
220 mm x 270 mm (8.6" x 10.6")

4K COMPLIANT

GOLD-PLATED CONNECTORS

SUPPORTS 1 MBPS BIDIRECTIONAL AUXILIARY CHANNEL

SUPPORTS HOTPLUG

VERSION 1.2

MAXIMUM RESOLUTION
4k @ 60 Hz

SHEATH OUTER DIAMETER
7.3 mm (0.3")

CONDUCTOR THICKNESS
28 AWG (American Wire Gauge

PACKAGED WEIGHT
0.48 kg (1.1 lb)

PACKAGED DIMENSIONS
260 mm x 320 mm (10.2" x 12.6")

4K COMPLIANT

GOLD-PLATED CONNECTORS

SUPPORTS 1 MBPS BIDIRECTIONAL AUXILIARY CHANNEL

SUPPORTS HOTPLUG

FERRITE CORES

VERSION 1.2

MAXIMUM RESOLUTION
4k @ 60 Hz

SHEATH OUTER DIAMETER
7.3 mm (0.3")

CONDUCTOR THICKNESS
26 AWG

PACKAGED WEIGHT
0.64 kg (1.41 lb)

PACKAGED DIMENSIONS
260 mm x 320 mm (10.2" x 12.6")

4K COMPLIANT

GOLD-PLATED CONNECTORS

SUPPORTS 1 MBPS BIDIRECTIONAL AUXILIARY CHANNEL

SUPPORTS HOTPLUG

FERRITE CORES

VERSION 1.2


