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SPECIFICATIONS

TC 2MDP/HQ Braided DisplayPort Cable 2m (6.6ft)

TC 3MDP/HQ Braided DisplayPort Cable 3m (9.8ft)

2m (6.6ft) 
TC 2MDP/HQ EU SAP: 4911409 US SAP: 13557593

3m (9.8ft) 
TC 3MDP/HQ EU SAP: 4911410 US SAP: 13557594

MAXIMUM RESOLUTION
4k @ 60 Hz

SHEATH OUTER DIAMETER
6.0 mm (0.24")

CONDUCTOR THICKNESS
30 AWG (American Wire Gauge)

PACKAGED WEIGHT
0.17 kg (0.37 lb)

PRODUCT WEIGHT
0.12 kg (0.26 lb)

PACKAGED DIMENSIONS
160 mm x 160 mm x 43 mm (6.3" x 6.3" x 1.7")

COLOUR
Braided

4K COMPLIANT

GOLD-PLATED CONNECTORS

SUPPORTS 1 MBPS BIDIRECTIONAL AUXILIARY CHANNEL

SUPPORTS HOTPLUG

VERSION 1.2

MAXIMUM RESOLUTION
4k @ 60 Hz

SHEATH OUTER DIAMETER
6.0 mm (0.24")

CONDUCTOR THICKNESS
30 AWG (American Wire Gauge)

PACKAGED WEIGHT
0.19 kg (0.41 lb)

PRODUCT WEIGHT
0.14 kg (0.30 lb)

PACKAGED DIMENSIONS
160 mm x 160 mm x 43 mm (6.3" x 6.3" x 1.7")

COLOUR
Braided

4K COMPLIANT

GOLD-PLATED CONNECTORS

SUPPORTS 1 MBPS BIDIRECTIONAL AUXILIARY CHANNEL

SUPPORTS HOTPLUG

VERSION 1.2
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