
Braided HDMI Cable
vav.link/tc-xmhdmi-hq

High-Speed Black HDMI Cable with Ethernet. Compact gold-
plated connector. Tested to Category 2.

SPECIFICATIONS

TC 0.5MHDMI/HQ Braided HDMI Cable 0.5m (1.6ft)

0.5m (1.6ft) 
TC 0.5MHDMI/HQ EU SAP: 4911586 US SAP: 13557636

1m (3.2ft) 
TC 1MHDMI/HQ EU SAP: 4911587 US SAP: 13557637

1.5m (4.9ft) 
TC 1.5MHDMI/HQ EU SAP: 4911588 US SAP: 13557638

2m (6.5ft) 
TC 2MHDMI/HQ EU SAP: 4911403 US SAP: 13557639

3m (9.8ft) 
TC 3MHDMI/HQ EU SAP: 4911404 US SAP: 13557640

5m (16.4ft) 
TC 5MHDMI/HQ EU SAP: 4911405 US SAP: 13557641

10m (32.8ft) 
TC 10MHDMI/HQ EU SAP: 4911406 US SAP: 13557642

15m (49.2ft) 
TC 15MHDMI/HQ EU SAP: 4911407 US SAP: 13557591

HDMI VERSION
v2.0 (4K @ 60Hz)

BANDWIDTH
340 MHz

SHEATH OUTER DIAMETER
7.8 mm (0.31")

CONDUCTOR THICKNESS
28 AWG (American Wire Gauge)

PACKAGED WEIGHT
0.12 kg (0.26 lb)

PRODUCT WEIGHT
0.07 kg (0.15 lb)

PACKAGED DIMENSIONS
150 mm x 150 mm x 30 mm (5.9" x 5.9" x 1.2")

COLOUR
Braided

CONNECTORS
GOLD-PLATED

DATA TRANSFER RATE
18 Gbit/s

TYPE OF SHIELDING
Double Shielded

AUDIO RETURN CHANNEL (ARC)
Yes

4K COMPLIANT

HIGH-SPEED (CATEGORY 2) WITH ETHERNET

END OF LIFE AUGUST 2021

END OF LIFE AUGUST 2021

END OF LIFE AUGUST 2021

END OF LIFE AUGUST 2021

END OF LIFE

END OF LIFE NOVEMBER 2020

END OF LIFE AUGUST 2020

END OF LIFE OCTOBER 2020

https://vav.link/tc-xmhdmi-hq
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TC 1MHDMI/HQ Braided HDMI Cable 1m (3.2ft)

TC 1.5MHDMI/HQ Braided HDMI Cable 1.5m (4.9ft)

TC 2MHDMI/HQ Braided HDMI Cable 2m (6.5ft)

HDMI VERSION
v2.0 (4K @ 60Hz)

BANDWIDTH
340 MHz

SHEATH OUTER DIAMETER
7.8 mm (0.31")

CONDUCTOR THICKNESS
28 AWG (American Wire Gauge)

PACKAGED WEIGHT
0.16 kg (0.35 lb)

PRODUCT WEIGHT
0.11 kg (0.24 lb)

PACKAGED DIMENSIONS
150 mm x 150 mm x 30 mm (5.9" x 5.9" x 1.2")

COLOUR
Braided

CONNECTORS
GOLD-PLATED

DATA TRANSFER RATE
18 Gbit/s

TYPE OF SHIELDING
Double Shielded

AUDIO RETURN CHANNEL (ARC)
Yes

4K COMPLIANT

HIGH-SPEED (CATEGORY 2) WITH ETHERNET

HDMI VERSION
v2.0 (4K @ 60Hz)

SHEATH OUTER DIAMETER
7.8 mm (0.31")

CONDUCTOR THICKNESS
28 AWG (American Wire Gauge)

PACKAGED WEIGHT
0.21 kg (0.46 lb)

PRODUCT WEIGHT
0.14 kg (0.31 lb)

PACKAGED DIMENSIONS
160 mm x 160 mm x 45 mm (6.3" x 6.3" x 1.8")

COLOUR
Braided

4K COMPLIANT

HIGH-SPEED (CATEGORY 2) WITH ETHERNET

GOLD-PLATED CONNECTORS

HDMI VERSION
v2.0 (4K @ 60Hz)

BANDWIDTH
340 MHz

SHEATH OUTER DIAMETER
7.8 mm (0.31")

CONDUCTOR THICKNESS
28 AWG (American Wire Gauge)

PACKAGED WEIGHT
0.25 kg (0.55 lb)

PRODUCT WEIGHT
0.18 kg (0.4 lb)

PACKAGED DIMENSIONS
160 mm x 160 mm x 45 mm (6.3" x 6.3" x 1.8")

COLOUR
Braided

GOLD-PLATED CONNECTORS

DATA TRANSFER RATE
18 Gbit/s

TYPE OF SHIELDING
Double Shielded

AUDIO RETURN CHANNEL (ARC)
Yes

4K COMPLIANT

HIGH-SPEED (CATEGORY 2) WITH ETHERNET



TC 3MHDMI/HQ Braided HDMI Cable 3m (9.8ft)

TC 5MHDMI/HQ Braided HDMI Cable 5m (16.4ft)

TC 10MHDMI/HQ Braided HDMI Cable 10m (32.8ft)

TC 15MHDMI/HQ Braided HDMI Cable 15m (49.2ft)

HDMI VERSION
v2.0 (4K @ 60Hz)

BANDWIDTH
18 Gbit/s

SHEATH OUTER DIAMETER
7.8 mm (0.31")

CONDUCTOR THICKNESS
28 AWG (American Wire Gauge)

PACKAGED WEIGHT
0.35 kg (0.77 lb)

PRODUCT WEIGHT
0.25 kg (0.55 lb)

PACKAGED DIMENSIONS
180 mm x 180 mm x 70 mm (7.1" x 7.1" x 2.8")

COLOUR
Braided

4K COMPLIANT

HIGH-SPEED (CATEGORY 2) WITH ETHERNET

GOLD-PLATED CONNECTORS

HDMI VERSION
v2.0 (4K @ 60Hz)

BANDWIDTH
18 Gbit/s

SHEATH OUTER DIAMETER
7.8 mm (0.31")

CONDUCTOR THICKNESS
28 AWG (American Wire Gauge)

PACKAGED WEIGHT
0.49 kg (0.86 lb)

PRODUCT WEIGHT
0.39 kg (1.08 lb)

PACKAGED DIMENSIONS
180 mm x 180 mm x 70 mm (7.1" x 7.1" x 2.8")

COLOUR
Braided

4K COMPLIANT

HIGH-SPEED (CATEGORY 2) WITH ETHERNET

GOLD-PLATED CONNECTORS

N/A

HDMI VERSION
v2.0 (4K @ 30Hz)

SHEATH OUTER DIAMETER
8.5 mm (0.33")

CONDUCTOR THICKNESS
26 AWG

PACKAGED WEIGHT
0.93 kg (2.05 lb)

PRODUCT WEIGHT
0.79 kg (1.74 lb)

PACKAGED DIMENSIONS
240 mm x 240 mm (9.4" x 9.4")

COLOUR
Braided

4K COMPLIANT

HIGH-SPEED (CATEGORY 2) WITH ETHERNET

GOLD-PLATED CONNECTORS

HDMI VERSION
v1.4 (4K @ 30Hz)

SHEATH OUTER DIAMETER
9.5 mm (0.37")

CONDUCTOR THICKNESS
24 AWG

PACKAGED WEIGHT
1.79 kg (3.95 lb)

PRODUCT WEIGHT
1.65 kg (3.64 lb)

PACKAGED DIMENSIONS
200 mm x 200 mm x 90 mm (7.9" x 7.9" x 3.5")

COLOUR
Braided

4K COMPLIANT

HIGH-SPEED (CATEGORY 2) WITH ETHERNET

GOLD-PLATED CONNECTORS


