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SPECIFICATIONS

TC 1MHDMIM White Mini-HDMI to HDMI Cable 1m (3.2ft)

1m (3.2ft) 
TC 1MHDMIM EU SAP: 3265156 US SAP: 12939472

2m (6.5ft) 
TC 2MHDMIM EU SAP: 3265157 US SAP: 12939587

3m (9.8ft) 
TC 3MHDMIM EU SAP: 3265158 US SAP: 12939588

5m (16.4ft) 
TC 5MHDMIM EU SAP: 3265159 US SAP: 12939553

SHEATH OUTER DIAMETER
6.0 mm (0.24")

CONDUCTOR THICKNESS
30 AWG (American Wire Gauge)

PACKAGED WEIGHT
0.06 kg (0.13 lb)

PACKAGED DIMENSION
150 x 150 x 30 mm (5.91" x 5.91" x 1.18")

CONNECTORS
GOLD-PLATED

DATA TRANSFER RATE
18 Gbit/s

BANDWIDTH
340 MHz

TYPE OF SHIELDING
Double Shielded

AUDIO RETURN CHANNEL (ARC)
Yes

4K COMPLIANT

HIGH-SPEED (CATEGORY 2) WITH ETHERNET

HDMI 1.4

END OF LIFE

END OF LIFE

END OF LIFE

END OF LIFE AUGUST 2021

https://vav.link/tc_xmhdmim
https://files.visionaudiovisual.com/products/TC_5MHDMIM/images/TC-XXMHDMIM.png


TC 2MHDMIM White Mini-HDMI to HDMI Cable 2m (6.5ft)

TC 3MHDMIM White Mini-HDMI to HDMI Cable 3m (9.8ft)

TC 5MHDMIM White Mini-HDMI to HDMI Cable 5m (16.4ft)

SHEATH OUTER DIAMETER
6.0 mm (0.24")

CONDUCTOR THICKNESS
30 AWG (American Wire Gauge)

PACKAGED WEIGHT
0.12 kg (0.26 lb)

PACKAGED DIMENSION
160 x 160 x 45 mm (6.3" x 6.3" x 1.8")

CONNECTORS
GOLD-PLATED

DATA TRANSFER RATE
18 Gbit/s

BANDWIDTH
340 MHz

TYPE OF SHIELDING
Double Shielded

AUDIO RETURN CHANNEL (ARC)
Yes

4K COMPLIANT

HIGH-SPEED (CATEGORY 2) WITH ETHERNET

HDMI 1.4

SHEATH OUTER DIAMETER
6.0 mm (0.24")

CONDUCTOR THICKNESS
30 AWG (American Wire Gauge)

PACKAGED WEIGHT
0.18 kg (0.4 lb)

PACKAGED DIMENSION
180 x 170 x 70 mm (7.1" x 6.7" x 2.8")

4K COMPLIANT

HIGH-SPEED (CATEGORY 2) WITH ETHERNET

HDMI 1.4

GOLD-PLATED CONNECTORS

SHEATH OUTER DIAMETER
6.0 mm (0.24")

CONDUCTOR THICKNESS
30 AWG (American Wire Gauge)

PACKAGED WEIGHT
0.31 kg (0.68 lb)

PACKAGED DIMENSION
180 x 170 x 70 mm (7.1" x 6.7" x 2.8")

CONNECTORS
GOLD-PLATED

DATA TRANSFER RATE
18 Gbit/s

BANDWIDTH
340 MHz

TYPE OF SHIELDING
Double Shielded

AUDIO RETURN CHANNEL (ARC)
Yes

HIGH-SPEED (CATEGORY 2) WITH ETHERNET

HDMI 1.4


